Specifications are subject to change without notice.

ScanSnap S1300i System Requirements

Windows®

Recommended operating systems

- Windows 10 (32-bit / 64-bit)
- Windows 8.1 (32-bit / 64-bit)
- Windows 7 (32-bit / 64-bit)
- macOS v.10.12.4 or later

Hardware requirements

- Intel® Core™ i5 2.5 GHz or higher
- 4 GB or more of memory capacity
- 2.0 GB or more of free hard disk space

Software

- ABBYY FineReader for ScanSnap™
- ScanSnap Home
- macOS: Does not support TWAIN / ISIS™
- Windows®: Does not support TWAIN

Included Items

- Cleaning Wipe
- Pick Roller
- AC adapter
- USB cable
- AC cable

Options

- PA03541-0004: Intended for ScanSnap S1300i, S1300, S300, S300M

Memory capacity

- 2 GB or more

Disk capacity

- 1,024 x 768 pixels or higher

CPU

- Intel® Core™ i5 2.5 GHz or higher

Driver

Included

- PA03541-0004: Intended for ScanSnap S1300i, S1300, S300, S300M

Power adapter

- 100 to 240 V AC, 50/60 Hz

Power consumption

- On: 9 W or less
- During sleep mode: 2.6 W or less
- During off mode: 0.5 W or less

Dimensions ( W x D x H )

- 284 x 99 x 77 mm (11.18 x 3.90 x 3.03 in.)

Device weight

- 1.4 kg (3.08 lb)

AC adapter

- 100 to 240 V AC, 50/60 Hz

Power backlight

- LED backlight: 0.1 W or less

USB bus power

- 500 mA or more

Power cable connection

- USB 2.0 (USB 1.1 Compatible)

Optical resolution

- Normal mode: 300 dpi
- Auto mode: 300 dpi
- Excellent mode: 600 dpi

Scanning modes

- Normal: 9 ppm (Simplex / Duplex)
- Auto: 6 ppm (Simplex / Duplex)
- Excellent: 12 ppm (Simplex / Duplex)
- Best: 15 ppm (Simplex / Duplex)
- Excellent mode (For ScanSnap S1300i only): 24 ppm (Simplex / Duplex)

Scanning speeds may drop if the recommended CPU, memory capacity and USB 1.1 requirements are not met.

For more ScanSnap related information, visit our website at: https://scansnap.fujitsu.com/

ScanSnap S1300i System Requirements

Windows®

Recommended operating systems

- Windows 10 (32-bit / 64-bit)
- Windows 8.1 (32-bit / 64-bit)
- Windows 7 (32-bit / 64-bit)
- macOS v.10.12.4 or later

Hardware requirements

- Intel® Core™ i5 2.5 GHz or higher
- 4 GB or more of memory capacity
- 2.0 GB or more of free hard disk space

Software

- ABBYY FineReader for ScanSnap™
- ScanSnap Home
- macOS: Does not support TWAIN / ISIS™
- Windows®: Does not support TWAIN

Included Items

- Cleaning Wipe
- Pick Roller
- AC adapter
- USB cable
- AC cable

Options

- PA03541-0004: Intended for ScanSnap S1300i, S1300, S300, S300M

Memory capacity

- 2 GB or more

Disk capacity

- 1,024 x 768 pixels or higher

CPU

- Intel® Core™ i5 2.5 GHz or higher

Driver

Included

- PA03541-0004: Intended for ScanSnap S1300i, S1300, S300, S300M

Power adapter

- 100 to 240 V AC, 50/60 Hz

Power consumption

- On: 9 W or less
- During sleep mode: 2.6 W or less
- During off mode: 0.5 W or less

Dimensions ( W x D x H )

- 284 x 99 x 77 mm (11.18 x 3.90 x 3.03 in.)

Device weight

- 1.4 kg (3.08 lb)

AC adapter

- 100 to 240 V AC, 50/60 Hz

Power backlight

- LED backlight: 0.1 W or less

USB bus power

- 500 mA or more

Power cable connection

- USB 2.0 (USB 1.1 Compatible)

Optical resolution

- Normal mode: 300 dpi
- Auto mode: 300 dpi
- Excellent mode: 600 dpi

Scanning modes

- Normal: 9 ppm (Simplex / Duplex)
- Auto: 6 ppm (Simplex / Duplex)
- Excellent: 12 ppm (Simplex / Duplex)
- Best: 15 ppm (Simplex / Duplex)
- Excellent mode (For ScanSnap S1300i only): 24 ppm (Simplex / Duplex)

Scanning speeds may drop if the recommended CPU, memory capacity and USB 1.1 requirements are not met.

For more ScanSnap related information, visit our website at: https://scansnap.fujitsu.com/